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Head 360°：

Flip top style for easy access to the fittings. Head rotates 360-degree

Automatic pressure relief and automatic reset：

Automatic pressure relief and automatic reset

Lithium battery：

High performance, high capacity 18V lithium battery with power display, 

equipped with fast charger

OLED: Built-in intelligent computer chip, OLED display is easy to read 

information

LED lights：

Two LED working lights help work easier in dark area

PP Plastic case：

Housing and carrying case made of PP plastic, integrated forming, resistant 

to pressure and fall

Battery powered mini crimping tool Suitable for crimping in narrow working space

Light weight,easy operationQuick crimping speed

18V power display

lithium battery

OLED screen, 

display crimping times

Model

Crimping Force

Stroke

Oil Reservoir

Crimping Capacity

Net Weight

Packing Case

Standard Dies

Package Size

Cutting Range

ECT-150

3.5t

10mm

50ml

Max Cu150mm²

2.2kg

Plastic case

Cu10-150mm²

59*51*14cm

/

ECT-240

6t

30mm

50ml

Max Cu240mm²/Al185mm²

3.3kg

Plastic case

Adaptor dies, Cu16-240 mm², 
UCACSR&UC40 cutting blade

59*51*14cm

Max Φ25mm Cu/Al cable, ACSR 

ECT-6022M

6t

17mm

50ml

Max Cu300mm²/Al240mm²

2.91kg

Plastic case

Cu16-300mm²

59*51*14cm

/

ECT-1510

1.5t

10mm

50ml

0.14-50mm²

2.12kg

Plastic case

(See page 164 
for optional dies)

59*51*14cm

/

ECT-150 ECT-6022M ECT-240 ECT-1510
1. Set cutting cable, ACSR, railway contact 
line wire, and crimping function in one

EMP-2232 EMP-3250

Battery powered pipe crimping tool

18V power display

lithium battery

LED lights,
can meet the 

operation needs

18V power display

lithium battery

OLED screen, 

display crimping times

Model

Crimping Range

Output

Stroke

Oil Reservoir

Battery

Battery Capacity

Size

Size

Charging Time

Net Weight

22kN (standard force)

30mm

50ml

18V lithium battery

  2.0Ah(larger capacity battery is optional)

380*95*82 mm (without battery and jaws)

430*95*82 mm (without  jaws)

About 40mins

2.16kg(without jaws)

32kN (standard force)

40mm

150ml

18V lithium battery

4.0Ah(larger capacity battery is optional)

395*110*73 mm (without battery and jaws)

457*110*73 mm (without  jaws)

About 40mins

3.24kg(without jaws)

EMP-2232 EMP-3250

Thin-walled stainless steel DN28

(thickness 1.5);

Thin-walled copper tube D35

(thickness 1.5);

Aluminum plastic composite pipe DN40

1. Single stage system, when 
the pressure reaches set 
value, can automatically reset 
the piston

2. The latch with a buckle to 
avoid device damage caused 
by misoperation

1. Two-stage system, when the 
pressure reaches set value, can 
automatically reset the piston

2. Latch position with a sensor to 
avoid injury to the tool and 
personnel caused by not locking 
the latch

Fault prompt：

Built-in MCU chip and storage unit, can record crimping data and 

prompt failure and maintenance

LED light：

LED light can meet the operation needs when light source is 

insufficient

Lithium battery：

18V high-performance lithium battery with long time high energy 

output

High strength body：

High strength aluminum alloy body, light weight

Ergonomic design：

Ergonomic design, holding area is covered with rubber to avoid 

fatigue

12-54mm thin wall stainless steel pipe,

copper pipe(Note: for different types and materials 

of pipe fittings, pressure capacity is different, which 

should be determined according to the matching 

pipe fittings)

Crimping  ToolsCrimping  Tools

Electrical Construction ToolsElectrical Construction Tools

Multi-functional battery powered tool


